




TECHNICAL SPECIFICATIONS
GENERATOR

MODEL

KVA Rating

Duty

Control Panel

Acoustic

GENERATOR DIMENSION

L x W x H (MM)

DG Weight - Kg

FUEL TANK

Engine

Engine Brand

Engine Model

No. of Cylinders

Aspiration

Engine BHP Gross

Ref. Standard

Compression Ratio

Type/Class of Governing

Air Cleaner

Displacement (cc)

Cooling

Lube Oil Sump Capacity
with Filters

Engine Electrical System

Alternator

Phase

Voltage

Power Alternator Type

Rated Speed/ Freq.

Power Factor

PECH-40A

40

Prime

2450 x 1030 x 1400

1170

100 LTR

EICHER

422 TCI

3

60.1

2945

17 : 1

AIR Cooled

9.5

PECH-45 A

45

Prime

2450 x 1030 x 1400

1170

100 LTR

EICHER

422 TCI

3

60.1

2945

17 : 1

AIR Cooled

9.5

PECH-50

50

Prime

2650 x 1100 x 1550

1302

125 LTR

TMTL

881 ES

3

82

3298

17 : 1

Water Cooled

8

PECH-62.5

62.5

Prime

2650 x 1100 x 1550

1302

125 LTR

TMTL

881 ES

3

82

3298

17 : 1

Water Cooled

8

PECH-82.5

82.5

Prime

3300 x 1300 x 1700

1775

250 LTR

TMTL

1121 ES

4

102

4910

17 : 1

Water Cooled

15

PECH-100

100

Prime

3300 x 1300 x 1700

1825

250 LTR

TMTL

1401 ES

4

128

4910

17 : 1

Water Cooled

15

PECH-125

125

Prime

3300 x 1300 x 1700

1875

250 LTR

TMTL

1751 ES

4

161

4910

17 : 1

Water Cooled

18

PU - FR Acoustic Foam

Options available for AMD / Manual Control Panel

Mechanical / A1 (As per BS 5514)

Engine - BS 5514, ISO : 3046, IS ; 10000, Genset : ISO 8528

PECH-5

1500 x 850 x 1225

5

Prime

650

50 LTR

EICHER

198 ES

1

11.6

981

17.5:1

AIR Cooled

5

PECH-7.5

7.5

Prime

1500 x 850 x 1225

650

50 LTR

EICHER

198 ES

1

11.6

981

17.5:1

AIR Cooled

5

PECH-10A

10

Prime

1700 x 900 x 1250

770

60 LTR

EICHER

222 ES

1

18.7

1557

17.8:1

AIR Cooled

7.5

PECH-12.5A

12.5

Standby

1700 x 900 x 1250

770

60 LTR

EICHER

222 ES

1

18.7

1557

17.8:1

AIR Cooled

7.5

PECH-15A

15

Prime

1700 x 900 x 1250

775

75 LTR

EICHER

322 ES

2

25.2

1963

17 : 1

AIR Cooled

8

PECH-20 A1

20

Standby

1700 x 900 x 1250

790

75 LTR

EICHER

323 ES

2

25.7

1963

17 : 1

AIR Cooled

8

PECH-25A

25

Prime

2050 x 900 x 1250

1070

EICHER

422 ES

3

35.4

2945

17 : 1

AIR Cooled

9.5

PECH-30

30

Prime

2250 x 1030 x 1400

1100

100 LTR100 LTR

EICHER

422 TC

3

48.3

2945

17 : 1

AIR Cooled

9.5

PECH-35

35

Prime

2250 x 1030 x 1400

1100

100 LTR

EICHER

422 TC

3

48.3

2945

17 : 1

AIR Cooled

9.5

Dry Type

12 V DC

1 Phase / 3 Phase

240 V AC, 415 V AC

3 Phase

415 V AC

Single Bearing, Brushless, Single / Three Phase, Insulation Class H

0.8 Lag

1500 RPM / 50 Hz

ISO - Chronous

Naturally Aspirated Turbo Charged Turbo Charges Inter-Cooled

WARRANTY TERMS
Warranty period covers 2 Years or 5000 Hours run* (whichever is earlier)

Warranty on 5C covers 5 Years or 5000 Hours run* (whichever is earlier)

* Terms and conditions apply

PRIME POWER (PRP)
Applicable for supplying power to verifying electrical load for unlimited hours. Prime Power (PRP) is in accordance with ISO 8528.

10% overload capability is available in accordance with ISO 3046, AS 2789, DIN 6271 and BS 5514.

TMTL GENSET CONTROL UNIT
Protection for Over / Under Voltage / Frequency / Speed, Over load, Canopy FAN fault, Load

imbalance, Low Lube oil pressure, High cylinder / water temperature, Law Fuel level, will

display the Service due alert based on running hours.

#
Applicable for Air-cocled DG sets only.



CORPORATE OFFICE : 2nd Floor, 99C Kavya Aura, Next To Rosewood Hotel,  

S. G. Marg, Tulsiwadi, Tardeo, Mumbai - 400034.

PHONE : +91-22-6261 1900 / 907 | FAX : + 91-22-4120 7375 | TOLL FREE : 1800 88 96498

Email : sales@perfectgenset.com  |  WEBSITE : www.perfecthouseltd.com

FACTORY ADDRESS : M-7, J-2/5, J-2/6, Additional MIDC, 

Satara - 415004, Maharashtra, India.

PHONE : +91 2162-240910 / 911

PERFECT HOUSE PRIVATE LIMITED
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